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OSQ™ Area Medium
Adjustable Mount

EXCEPTIONAL 
Light Quality
The clean, modern housing of the OSQ Series improves 
your site aesthetics during the daytime, while the 
performance of our NanoOptic® Technology ensures 
improved, even illumination at night. 

ENERGY
Savings
The next generation of area lighting surpasses  
traditional lighting technology with market-leading 
optical performance and an extensive lifetime, leading  
to energy savings of up to 70 percent compared to HID.

EXTREMELY
Affordable
How can we offer this fixture at a low cost? We continue 
to advance LED lighting solutions that are more efficient 
and outperform our first generation of luminaires. The 
savings we see, we pass on to you.

OSQ™ Area Large
Direct Mount

OSQ Series LED Area Luminaire

Advancing Light  
Throughout Your Site.
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Premium Protection Against the Elements
Our exclusive Colorfast DeltaGuard finish features an 
E-coat epoxy primer with an ultra-durable powder topcoat 
providing excellent resistance to corrosion, ultraviolet  
degradation and abrasion. Backed by a 10-year limited  
finish warranty, the OSQ Series LED area luminaire will 
look great long after the competition fades away.

  

Salt Fog Test Results
The same 3mm thickness of powder topcoat was  
applied to each of the four pole section samples (shown 
left), which were then scored and exposed to a salt fog 
test for 2,500 hours. The results are clear — our Colorfast 
DeltaGuard finish stood up to the test, proving our ability 
to protect your investment even in the most grueling 
conditions.  

BetaLED® Technology 

Powered by BetaLED® Technology, our advanced  
LED lighting systems are derived from a total systems  
approach — the most comprehensive engineering  
philosophy used in today’s LED lighting technology.  
We combine the most advanced LED technology,  
specialized optics, modular design, thermal  
management, driver technologies and style to deliver 
highly-reliable indoor and outdoor lighting solutions.

The result is high-performance LED lighting that reduces 
energy consumption and maintenance expenses, targets 
light where it’s needed, complements your aesthetics and 
maximizes your bottom line — all with an industry-leading 
standard 10-year limited warranty. 

Visit www.cree.com/Lighting to learn more.

Technology with Proven Performance.
Cree is the originator of today’s LED lighting technology and is 100 percent committed to the continued advancement of 
solid state lighting. That’s why we strive to find ways to continuously improve our products and offer more value to our 
customers. We know there are a lot of great opportunities to use LED lighting in outdoor applications, and finding the right 
lighting solution to fit your needs is our business. 

Colorfast DeltaGuard Typical 5-Stage

Steel

Colorfast DeltaGuard Typical 5-Stage

Aluminum

Colorfast DeltaGuard® Finish
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Type V Short

Type V Medium

Multiple Optic Choices for the Flexibility You Need

Optics You Can Count On.
Traditional luminaire technologies offer limited optical selections. With our patented NanoOptic® Technology, the  
choices keep coming. We have highly-efficient optics available in multiple distributions to provide new possibilities 
for highly-optimized target illumination performance and the flexibility you need to achieve the specific illumination 
requirements for each unique application. 

This graphic representation illustrates the LED optical fine-tuning 
range that Cree can provide. The gray area represents Type V  
Short optic coverage used to comply with more stringent light  
spill and high angle brightness specifications or codes by 
incorporating a lower main beam. The extended  
blue area indicates the Type V Medium optic 
coverage that uses a slightly higher main 
beam to allow wider, more  
economical pole spacing.

LED Optical Fine-Tuning Range
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Type II Medium (2ME)

Type IV Medium (4ME)

Type III Medium (3ME)

Type V Medium (5ME) Type V Short (5SH)

Type II Medium w/BLS Type III Medium w/BLS

Type IV Medium w/BLS



Timeless Design with the 
Technology of the Future.
Cree blends architectural aesthetics, rugged mechanics and optimal 
performance together for a well-rounded area lighting solution.

SHAPE UP YOUR ILLUMINATION  

Utilize our NanoOptic® Technology 
• Get uniformity in line with Precision Delivery Grid™ optics
• Put light where you want it 
• Don’t feel bad that you have a favorite distribution pattern – 

we have a lot to pick from

STYLE MEET INTELLIGENCE

Rethinking Elegance
• Sleek, modern housing looks great day or night
• Fin design allows for efficient heat transfer 
• You’ll have to guess how old your fixture is with our  

Colorfast DeltaGuard® finish
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ANY WAY YOU MOUNT IT 

That’s the way you’ll get it
• Uplight or downlight – no problem
• Round or square pole? We’ve got you covered 
• Need angled illumination? Easy — use our adjustable arm
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Wondering Where to Install?
The OSQ™ Area Luminaire can be used in a variety of applications. Here are a few examples to get you thinking...

PARKING

It’s all about the money. 

The OSQ Series offers you the payback you deserve and 
it’s money in your pocket. With low initial cost and energy 
savings up to 70 percent when compared to HID lights, 
installing the OSQ luminaire in parking lots is an easy 
decision. The luminaire is long-lasting, eliminating the  
re-lamping cycle, saving time and money on maintenance. 

With a full spectrum of pole-mounting and tenon options, 
new construction and retrofit installation is quick and 
easy. And with a timeless design, the luminaire adds value 
to your property, and it’s pretty too. 

INTERNAL ROADWAY

Luminaires that mind their own business.

With uniform targeted illumination, the OSQ luminaire 
minds its own business by directing light only where it’s 
needed and provides full cut-off where it isn’t. Equipped 
with advanced optical control, the luminaire eliminates 
dark spots between mountings, reduces light pollution 
and minimizes wasted energy.

Backed by our industry-leading 10-year limited warranty, 
the OSQ Series incorporates the latest LED technology 
specially engineered for outdoor area lighting. And with 
our corrosion-resistant coating, it will look great for years.

OSQ Series LED Area Luminaire  /  Applications



WALKWAY

Lights that eliminate surprises.

Well-lit walkways help you see what’s coming — whether  
it’s a piece of debris or another person. No one wants  
surprises in the dark — unless it’s Halloween. Public safety  
and security are important and that’s why attention should  
be paid to lights defining walkways and surrounding areas. 

Designed with superior color quality and advanced optical 
control, the OSQ luminaire provides uniform white light for 
dramatically better visibility making your walkway inviting 
and secure.

FLOOD

FaÇades that invite and impress.

As night falls and darkness blankets the sky, the OSQ™ 
luminaire can bathe your outdoor façades and signage 
in crisp, uniform white light to increase safety and create 
an impressive and inviting space. With remarkable color 
quality and smooth white light, buildings will stand out  
in the crowd.

In the daylight, our modern aesthetics subtly enhance 
and complement any existing architecture. With an 
advanced thermal design and cutting edge look, the OSQ 
Series is style and reliability encased into one luminaire.
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Construction & Materials
• Slim, low profile design minimizes wind load requirements
• Luminaire housing is rugged die cast aluminum with an integral, weathertight LED driver 

compartment and high performance heat sink 
• Convenient interlocking mounting method on direct arm mount. Mounting adapter is 

rugged die cast aluminum and mounts to 3-6” (76-152mm) square or round pole, secured 
by two 5/16-18 UNC bolts spaced on 2” (51mm) centers

• Mounting for the adjustable arm mount adapter is rugged die cast aluminum and mounts 
to 2” (51mm) IP, 2.375” (60mm) O.D. tenon

• Adjustable arm mount can be adjusted 180˚ in 2.5˚ increments
• Designed for uplight and downlight applications
• Exclusive Colorfast DeltaGuard® finish features an E-Coat epoxy primer with an  

ultra-durable powder topcoat, providing excellent resistance to corrosion, ultraviolet 
degradation and abrasion. Silver, bronze, black, white, and platinum bronze are available

• Weight: Medium: 25.5 lbs. (12kg); Large: 28.5 lbs. (13kg)

Electrical System
• Power Factor: > 0.9 at full load
• Total Harmonic Distortion: < 20% at full load
• Integral 10kV surge suppression protection standard
• To address inrush current, slow blow fuse or type C/D breaker should be used

Regulatory & Voluntary Qualifications
• cULus Listed
• Suitable for wet locations
• Enclosure rated IP66 per IEC 60529 when ordered without R option
• Consult factory for CE Certified products
• 10kV surge suppression protection tested in accordance with IEEE/ANSI C62.41.2
• Luminaire and finish endurance tested to withstand 5,000 hours of elevated ambient salt 

fog conditions as defined in ASTM Standard B 117
• Meets Buy American requirements within ARRA
• DLC qualified when ordered with approved optic. Please refer to  

http://www.designlights.org/QPL for most current information

Black Platinum BronzeBronze Silver

Performance Summary

Utilizes BetaLED® Technology

NanoOptic® Precision Delivery Grid™ optic

Made in the U.S.A. of U.S. and Imported Parts

Input Power: 112W, 168W or 223W

CRI: Minimum 70 CRI (4000K & 5700K); 80 CRI (3000K)

CCT:  
3000K (+/- 300K), 4000K (+/- 300K) or 5700K (+/- 500K)

Input Voltage:  
120-277V or 347-480V*, 50/60Hz, Class 1 drivers

Lumen Maintenance:  
Greater than 80% at 100,000 hours (25˚C)

Limited Warranty†: 10 years on luminaire/10 years on  
Colorfast DeltaGuard® finish

Advanced Design at 
an Affordable Price.
The OSQ Series blends extreme optical control, advanced thermal management and light quality to bring you the latest 
advancements in LED technology. And we didn’t stop there — we added a clean, modern housing and versatile mounting 
options all with an attractive price point. Whether you have a new construction or upgrade application, the OSQ Series is 
perfect for parking lots, internal roadways and general site lighting.

Color Finishes

 † See www.cree.com/lighting for warranty terms.

 Product specifications subject to change at any time. Visit www.cree.com/lighting to find the most up-to-date information.

White
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Medium (Type III Medium)

• 9,042 lumens, 112W

• 13,564 lumens, 168W

• 10-year limited warranty

Large (Type III Medium)

• 17,996 lumens,  223W

• 10-year limited warranty

Dimensions:   
Direct Mount
L: 25" / W: 19" / H: 4.8" (Medium)
L: 27.2" / W: 19" / H: 4.8" (Large)

Adjustable Arm
L: 27.6" / W: 19" / H: 3.8" (Medium)
L: 29.8" / W: 19" / H: 3.8" (Large)

Photometry

NOTE: Testing represents Type III Medium optics. For exact photometric data please reference our available IES and LM-79 test results at: www.cree.com/lighting/OSQSeries.

Specifications

OSQ™
   

LED Area LuminaireOSQ™ Area Luminaire – Type III Medium; OSQ A ** 3ME

RESTL Test Report #: PL03439-001
OSQ A ** 3ME S 40K-UL
Initial Delivered Lumens: 21,013

OSQ A ** 3ME S 40K-UL
Mounting Height: 25' (7.6m) A.F.G.
Initial Delivered Lumens: 21,475
Initial FC at grade

Electrical Data

Input Power
Designator

System Watts
120–480V

Total Current

120V 208V 240V 277V 347V 480V

A 112 0.97 0.56 0.49 0.43 0.34 0.25

J 168 1.47 0.85 0.74 0.64 0.50 0.36

S 223 1.94 1.13 0.99 0.85 0.65 0.47

* Initial delivered lumens at 25˚C (77˚F). Actual production yield may vary between 
   -4 and +10% of initial delivered lumens
** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit:  
    www.iesna.org/PDF/Erratas/TM-15-11BugRatingsAddendum.pdf 
    Valid with no tilt

Type III Medium Distribution

Input 
Power

3000K 4000K 5700K

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

A 9,042 B2-U0-G2 10,793 B2-U0-G2 11,530 B2-U0-G2

J 13,564 B3-U0-G3 16,189 B3-U0-G3 17,296 B3-U0-G3

S 17,996 B3-U0-G3 21,475 B3-U0-G3 22,942 B3-U0-G3

Type III Medium w/BLS Distribution

Input 
Power

3000K 4000K 5700K

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 

Per TM-
15-11

Initial
Delivered
Lumens*

BUG
Ratings** 
Per TM-
15-11

A 7,737 B1-U0-G2 9,235 B1-U0-G2 9,866 B1-U0-G2

J 11,606 B2-U0-G2 13,853 B2-U0-G3 14,799 B2-U0-G3

S 15,399  B2-U0-G3 18,375 B2-U0-G3 19,631  B2-U0-G3

Fixture photometry has been conducted by a NVLAP accredited testing laboratory in accordance 
with IESNA LM-79-08. IESNA LM-79-08 specifies the entire luminaire as the source resulting in a 
fixture efficiency of 100%.

Adjustable Arm

Direct Mount
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© 2014 Cree, Inc. All rights reserved. For informational purposes only. Not a warranty or specification.  
See www.cree.com/lighting for warranty and specifications. Cree®, the Cree logo, BetaLED®, the BetaLED 
Technology logo, NanoOptic®, and Colorfast DeltaGuard® are registered trademarks, and OSQ™, and Precision 
Delivery Grid™ are trademarks of Cree, Inc. CAT/BRCH-C027   Rev. Date: 09/2014

Visit  www.cree.com/lighting or contact a Cree lighting representative to learn more.

Cree IS LED Lighting.


